SPRAY NOZZLE
ENGINEERING Prrv. L7D.

‘EXPLODED PARTS - VIEW DATA SHEET CHART

(read in conjunction with NOZZLE ASSEMBLY CHART - Attatch A)

NEW STYLE - SNE “PATENTED’ CHECK VALVE

PART DESCRIPTION PART No.

(i) Complete Check Valve part number, with Weld On Body: P/No: SNE-TD-CV-WDN 60
(i) Following are parts break up:

Item (5) Weld On Body (special non galling stainless) P/No: 84984-N60-CV

Item (5a) Body O-Ring P/No: SNE-VIT-SL-V021
(iii) Item (5b) Diamond Head Assembly is made up of following:

(1) Item (5b)  Stainless Lance Locating Head (Screw Out Diamond Head) P/No: SNE-SS-SL-CVSTM
(2) Item (5b)  Teflon Sealing Cone (Tetron Sealing Face-Replaceable) P/No: SNE-TF-SL-TDCV

(3) Item (5b)  Stainless Check Valve Stem (Without Diamond Head or Seal)  P/No: SNE-SS-SLCVBOD

(iv) Item (5c¢) Stainless Spring (Check Valve Spring Only) P/No: SNE-SS-CV-SPR50
(v) Item (5d) Stainless Spring Cage (Spring Cage With Locating Pins) P/No: SNE-SS-CV-CAGE
Item (5e) Stainless Check Valve Fitting Tool P/No: SNE-TD-CV-TOOL

PLEASE REFER TO “TD-SPRAY DRY NOZZLE ASSEMBLY” PAGE
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